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“\;— CLEAR AND GRUB VEGETATION SALVAGE LOGS 
*\. REQUIRED PER LAYOUT AND MATERIALS PLAN 


~ SITE PREPARATION AND DEMOLITION NOTES: 


1. PRIOR TO-COMMENCING /ANY EXCAVATION WORK, THE CONTRACTOR SHALL NOTIFY ALL 
UTILITY COMPANIES IN-ACCORDANCE-WITH THE "DIG SAFELY” NOTIFICATION PROCEDURES 
PROMOTED BY RESPECTIVE UTILITY COMPANIES. THE DIG SAFE TELEPHONE NUMBER FOR 
MASSACHUSETTS IS 811. id \ 

~~2.. THE LOCATIONS OF ALL UNDERGROUND UTILITIES SHOWN ON THIS PLAN ARE DIAGRAMMATIC 
~ONLY.THE CONTRACTOR SHALL CONTACT THE PROPER LOCAL AUTHORITIES OR RESPECTIVE 
UTILITY COMPANY TO-CONFIRM THE LOCATION OF ALL EXISTING UTILITIES BEFORE 
COMMENCING WORK. ANY DAMAGE DUE-TOFAILURE OF THE CONTRACTOR TO CONTACT THE 
PROPER AUTHORITIES SHALL BE BORNE BY THE CONTRACTOR. ‘ 

3. ALL REFUSE, DEBRIS AND MISCELLANEOUS ITEMS TO BE REMOVED, THAT ARE NOT TO BE 
STOCKPILED FOR LATER USE ON THE PROJECT OR DELIVERED TO THE OWNER, SHALL BE 
LEGALLY DISPOSED OF OFF-SITE BY THE CONTRACTOR. bc Moat oe es eo 

4. ALL ITEMS REQUIRING REMOVAL SHALL BE REMOVED TO FULL DEPTH TO INCLUDE-BASE— 
MATERIAL AND FOOTINGS OR FOUNDATIONS AS APPLICABLE, AND REUSED AS DIRECTED BY 


THE OWNER OR LEGALLY DISPOSED OF OFF-SITE BY CONTRACTOR. 
5. CONTRACTOR SHALL STRIP AND STOCKPILE EXISTING TOPSOIL TO FULL DEPTH WITHIN LIMIT 

OF GRADING BEFORE COMMENCING EXCAVATION AND GRADING OPERATIONS. TOPSOIL SHALL 

\ NOT BE REMOVED FROM THE SITE, UNLESS APPROVED) BY THE LANDSCAPE ARCHITECT. 

. 6 AT/ALL LOCATIONS WHERE CONCRETE PAVEMENT OR BITUMINOUS CONCRETE ROADWAY 

“ABUT NEW CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR PAVEMENT SHALL BE 

\ SAWCUT TO A CLEAN, SMOOTH EDGE. 

\ 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING TREES 

| - | AND PLANTS DESIGNATED TO REMAIN FOR THE LENGTH OF THE CONSTRUCTION PERIOD. 

—“\ SS THE PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO THOSE NOTED SHALL, HOWEVER, 

— eee BE AT THE CONTRACTOR'S DISCRETION. | 

= 8. DAMAGE NO PLANTS TO REMAIN BY BURNING, BY PUMPING OF WATER, BY CUTTING OF 

555 LIVE, ROOTS OR BRANCHES, OR BY ANY OTHER MEANS. NO PLANTS TO BE SAVED SHALL 

25 BE USED FOR CRANE STAYS, GUYS OR OTHER FASTENINGS. VEHICLES SHALL NOT BE 

N io PARKED WITHIN THE DRIP LINE OR WHERE DAMAGE MAY RESULT TO TREES TO BE SAVED. 

CONSTRUCTION MATERIALS SHALL NOT BE STORED BENEATH TREES TO BE SAVED. 
9. THE GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND 
REPORT ANY DISCREPANCIES BETWEEN PLANS AND ACTUAL CONDITIONS TO THE 
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* | \ LANDSCAPE ARCHITECT PRIOR TO STARTING WORK. 
m1 \ 10. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO EXISTING CONDITIONS 
, \ \ th ol ARE DUE TO CONTRACTOR OPERATIONS AND WHICH ARE OUTSIDE THE LIMIT OF 

\ A \ | KK \ | 


11, THE GENERAL CONTRACTOR SHALL MAINTAIN OR ADJUST TO NEW FINISH) GRADE) AS 


OLES, CATCH BASINS, HAND HOLES, WATER AND GAS 


NECESSARY ALL UTILITY AND SITE STRUCTURES SUCH, AS\ LIGHT ‘POLES, SIGN POLES,\ MAN 


GATES, HYDRANTS, ETC., FROM \ 


INTAINED UTILITY AND SITE SYSTEMS UNLESS OTHE 


RWISE NOTED ON THE UTILITY 


an > 
>. 


\WINGS OR AS DIRECTED BY THE, LANDSCAPE ARCHITECT. . 
i, GENERAL CONTRACTOR SHALL COORDINATE ALL ADJUSTMENT OR ABANDONMENT OF \ 
IKITIES WITH THE RESPECTIVE UTILITY COMPANY. i \ 
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ONTRACTOR SHALL SECURE ALL-PERMITS THAT MAY BE REQUIRED FROM ALL 


or 


TIA i JURISDICTION AFFECTED BY THIS WORK. 
-_ Ms \.\.\\) 15, CONTRACTOR SHALL COORDINATE ALL PLACEMENT OF) TREE PROTECTION TO BE APPROVED 
BEFORE DEMOLITION. | 
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1. | PROVIDE EXPANSION JOINTS AT ALL CURBS, WALLS, STEPS, LIGHT POLE BASES, PULL 
oe _ BOXES, MANHOLES, ETC. AND AS SHOWN ON PLAN. 


—— 


\ \L (WALLS, FENCE, FOOTINGS, TREE ROOTBALLS, PROPOSED LIGHTING FOOTINGS, ETC.). 
97.2 - a CONTRACTOR SHALL REPORT ANY DESCREPANCIES |TO LANDSCAPE ARCHITECT PRIOR TO 
ane : J CONTINUING WORK. /\, |REVISION#1 ———__—*|01..23.2023 
\ \ 3. | LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR IS RESPONSIBLE FOR ALL Two. | _-REWSION ——=«|~—=«OAME 
Pee VAAN DAMAGE DUE TO OPERATIONS INSIDE AND OUTSIDE OF THE CONTRACT LIMIT LINE. ANY 
gl _ AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED SHALL BE RESTORED TO ITS 
ee ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER. 
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a . | 2. . CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES (LINES, DUCTS, CONDUITS, a ee 
| SLEEVES, FOOTINGS, ETC.) WITH LOCATIONS OF PROPOSED LANDSCAPE ELEMENTS -——}———_|_- 
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. 1 ae i RG ___ip_RD Soa BY A REGISTERED CIVIL ENGINEER OR SURVEYOR ENGAGED BY THE CONTRACTOR. 

; ‘ Ono" ie alee mae. 0 a 0 ABS | L \ 2. ALL LINES AND DIMENSIONS ARE\ PARALLEL OR PERPENDICULAR TO THE LINES FROM 

: : oie e Cee Pah SEE \ i \] WHICH THEY ARE MEASURED UNLESS OTHERWISE INDICATED. 

; cee A _— seeeacsicSe Av ' \ _ 3. | STORAGE AREAS FOR CONTRACTOR’S EQUIPMENT AND MATERIALS SHALL BE IN AND 

Se ‘ x = = i. \ 7001 \ Nice ek A ) WITHIN LIMITS OF WORK AS SHOWN ON PLANS AND AS APPROVED BY THE LANDSCAPE 

POt— Al is ay oe , \ “S| ARCHITECT. \ am 
7 | AS lil eo y | team, : 4, CONTRACTOR SHALL VERIFY ALL\ EXISTING CONDITIONS IN. THE FIELD AND REPORT. ANY 
Ft "Th Bilge \ oa WE a ae ae ( ARCHITECT | TO 
7 g [ DISCREPANCIES IN THE SITE ial TO THE LANDSCAPE ARCHITECT PRIOR TO STARTING DRAFT CONSTRUCTION 


| WORK. . 

Sine aks \ \ 5. ‘ALL LAYOUTS FOR WALKS AND PATHS SHALL BE ADEQUATELY STAKED BY THE \ 
\ Lae . CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO CONSTRUCTION. 
, \ \ 6. AUTOCAD FILE WILL BE PROVIDED TO THE CONTRACTOR TO LAYOUT SITE IMPROVEMENTS. 
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—=*-—— LIMIT OF WORK LINE () decouous Tree, TYP. . 4975 WN LON | 
— : REFER TO SHEET L4 FOR ENLARGED PLANTING PLAN | \ ae a a ARLINGTON, MASSACHUSETTS 
SHRUBS /PERENNIALS frerete EVERGREEN SHRUBS (>) EVERGREEN TREE, TVP. | : Lo ae Xx _ 
Res | Caw Tr aN | MAJ INVESTMENT, LLC 
MEADOW SEED MIX - 


NEW ENGLAND SHOWY ‘WILDFLOWER MIX 


UNDERSTORY SEED MIX 
NEW ENGLAND ROADSIDE MATRIX UPLAND SEED MIX 


NOTE: TOPSOIL FOR LANDSCAPE SHALL BE LOAMY SANDY 
WITH 5-8% ORGANIC CONTENT AND Ph 6.0-—7.3 


| 
1. IF DISCREPANCIES EXIST BETWEEN THE NUMBER OF PLANTS DRAWN ON THE PLANTING 
~ | PLAN AND THE NUMBER OF PLANTS IN THE ea SCHEDULE, THE PLANTING - PLAN 
SHALL GOVERN. 
2. ALL NEW PLANT MATERIAL SHALL CONFORM TO_ THE MINIMUM GUIDELINES =" HED 
FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMEN, 
INC. IN ADDITION, ALL NEW PLANT MATERIAL | “— THE PROJECT SHALL BE OF 
SPECIMEN QUALITY. 
3. ALL NEW PLANTS TO BE BALLED AND BURLAPPED OR CONTAINER—GROWN, UNLESS 
OTHERWISE NOTED ON THE PLANT SCHEDULE. _ 
4. THE CONTRACTOR SHALL SUPPLY ALL NEW PLANT MATERIAL IN QUANTITIES SUFFICIENT 
TO COMPLETE THE PLANTING SHOWN ON THE DRAWINGS, 
ANY PROPOSED SUBSTITUTIONS OF PLANT SPECIES SHALL BE MADE. WITH PLANTS OF ee 
EQUIVALENT OVERALL FORM, HEIGHT, BRANCHING HABIT, FLOWER, LEAF, COLOR, FRUIT — 
AND CULTURE, AND SHALL BE NATIVE PLANTS ON THE OLMSTED PLANTING LIST. ALL 
SUBSTITUTIONS SHALL REQUIRE WRITTEN APPROVAL OF THE LANDSCAPE ARCHITECT. 


NATIVE SAPLING TREES NATIVE. SHRUBS 


6. ALL NEW PLANTS SHALL BE TAGGED AND APPROVED BY THE LANDSCAPE ARCHITECT ~ 
|” AT THE NURSERY PRIOR TO DIGGING OR DELIVERY TO THE SITE. | 

7. CONTRACTOR SHALL LOCATE AND VERIFY ALL EXISTING UTILITY LINES PRIOR TO A R ETHRA ALNIFOLIA 
PLANTING AND SHALL REPORT ANY CONFLICTS TO THE LANDSCAPE ARCHITECT. _ Gari Ee Doai vat lees into 

8. STAKE LOCATION OF ALL PROPOSED PLANTING FOR APPROVAL BY LANDSCAPE = a ) —— 
ARCHITECT PRIOR TO THE COMMENCEMENT OF~ PLANTING. ae 3 on} BETULA.NIGRA #2 dS SOR ee 

9. TREES SHALL BE SET 3” HIGHER THAN. PREVIOUS GRADE. NO-TREES SHALL BE~ 3 AMAR | 
PLANTED BEFORE ACCEPTANCE OF ROUGH GRADING. qe bp} Bee COreEGe MVS} HAMAMELIS VIRGINIANA 

10. ALL EXISTING TREES TO REMAIN SHALL BE PROPERLY PROTECTED DURING nic ; 
CONSTRUCTION. PROTECTION TECHNIQUES SHALL BE REVIEWED AND APPROVED BY THE += — (os) Se NAUNr pee alle 
LANDSCAPE ARCHITECT. THE PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO | ee \ 
THOSE NOTED SHALL, HOWEVER, BE AT THE CONTRACTOR’S DISCRETION. | ~~ [VCS] VACCINIUM CORYMBOSUM 


11. CONTRACTOR SHALL PROVIDE FULL DEPTHS OF LOAM AS NOTED ON DETAILS AND-AS 
SPECIFIED, FOR ALL PLANTING. — 

12. CONTRACTOR SHALL COORDINATE-LOCATION OF ALL UTILITIES (LINES, DUCTS, eo 
CONDUITS, SLEEVES, FOOTINGS, ETC.) WITH LOCATIONS OF PROPOSED LANDSCAPE 
ELEMENTS (WALLS, FENCES, FOOTINGS, TREE ROOTBALLS, PROPOSED- LIGHTING 


MILL BROOK ENHANCEMENT PLANT SCHEDULE 
KEY QTY. BOTANICALNAME COMMON NAME SIZE SPACING NOTES: 
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FOOTINGS, ETC.). CONTRACTOR SHALL REPORT ANY DISCREPANCIES TO LANDSCAPE a er 
ARCHITECT PRIOR TO CONTINUING WORK. : — ) 
13, IN AREAS WHERE EXISTING PAVEMENTS ARE REMOVED AND ARE PROPOSED AS TURF, ee = i ae et a es es 
THE CONTRACTOR SHALL REMOVE THE PAVEMENT / AND IND BASE, F PROVIDE FILL AND 6” ae ee 7 se — 
TOPSOIL PRIOR TO ‘SEEDING. el ae a en 
fs ds 6 CLETHRA ALNIFOLIA SWEET PEPPERBUSH _3'HT. 4'-0" 0.€. 
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aoe a hvs 6 | HAMAMELIS VIRGINIANA — WITCHHAZEL 3 HT. 4'-0" 0.C. 01.23.2023 
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) | KEY TY. BOTANICAL NAME COMMON NAME SIZE SPACING NOTES: 
Low TREE SEEDLINGS | aye) — QTY. BOTANICAL NAME ene — _anemeees (ne AVENUE 
ooessimeee §=|MIT OF WORK LINE. (-) DECIDUOUS TREE, TYP. MEADOW SEED MIX | SSS 
NEW ENGLAND SHOWY WILDFLOWER MIX (ar) ACER RUBRUM NX AR (2) : 
; AL 7 ae CANADENSIS L. MEDIK ay SERVICEBERRY oi ae ithe ced ele a 
eeu SHRUBS/PERENNIALS (2) EVERGREEN TREE, TYP. UNDERSTORY SEED MIX (6c) BETULA ALLEGHANIENSIS = ep {73 >) BETULA PaPYRIFERA MEDI Sea one ea 
os \ NEW ENGLAND ROADSIDE MATRIX UPLAND SEED MIX — gree cra ——y MAJ INVESTMENT, LLC 
@l) BETULA LENTA 3 FAGUS GRANDIFLORA AMERICAN BEECH 1" CAL. : SPRING DIG ONLY 
AX. HAMAMELIS X INTERMEDIA 'ARNOLD PROMISE’ ~=WITCHHAZEL 8' B&B : CLUMP FORM 
ee. ee (bp) BETULA POPULIFOLIA NYSSA SYLVATICA SOURGUM 2" CAL. : SPRING DIG ONLY 
2 PS 1 AR —HTON KOD ©) CARPINUS CAROLINIANA : f Pc) PRUNUS SARGENTII 'COLUMARIS' COLUMNAR SARGENT CHERRY 3" CAL. . . 
= 4? ae . el: QUERCUS BICOLOR SWAMP WHITE OAK 2" CAL. : SPRING DIG ONLY 
SE SET. am pela gmel —t a; ‘ 2 UA QUERCUS COCCINEA SCARLET OAK 2" CAL. ‘ SPRING DIG ONLY 
. QR 3 QUERCUS RUBRA RED OAK 2" CAL. : SPRING DIG ONLY 
7 SA 3 SASSAFRAS ALBIDUM SASSAFRAS 1" CAL. ’ : 
UA 5 ULMUS AMERICANA 'PRINCETON' PRINCETON AMERICAN ELM 2" CAL. : SPRING DIG ONLY 
= UNDERSTORY SEED MIX 
TREE SEEDLINGS 
ar 12 ACER RUBRUM RED MAPLE 4' HT. : : 
ba 12 — BETULA ALLEGHANIENSIS YELLOW BIRCH 4' HT. : : 
bl 12 BETULALENTA SWEET BIRCH 4' HT. , : 
bp 12. BETULA POPULIFOLIA GRAY BIRCH 4' HT. : : 
1 ac cc 12. CARPINUS CAROLINIANA AMERICAN HORNBEAM 4' HT. : : 
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+m) CA 11 __ CLETHRA ALNIFOLIA SUMMERSWEET 24" HT. 3'-0" 0.C. : 
| 1 15 LB 50 CALAMAGROSTIS X ACUTIFLORA 'KAL FOERSTEER' FEATHER REED GRASS 24" HT. 1-6" OLE, 
4] O41 CA 3 RV f 6 HIBISCUS SYRIACUS LIL' KIM ROSE OF SHARON 4'-0" 0.C. 
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